
 Suction Lift Pumps 

Equipment 
PT6TMS  Catch Basin/French Drain 
Overflow Standby 

Archer Western and Holland Pump  
team up to prevent interstate flooding. 
Archer Western Superintendent James O’Steen recently teamed 
up with Holland’s Jacksonville branch manager Jim Combs to 
prevent interstate flooding. Archer Western Contractors are a 
general contracting, construction management and design-build 
firm working on the I-95 and I-10 interchange improvements in 
Jacksonville, Florida. 

Job Description
Long term plans for the I-95 and I-10 interchange call for a 
water retention pond to control storm water runoff. In the 
meantime Archer Western needed access to ongoing 
construction where the retention pond will eventually be 
located.

To control the storm water run-off, French drains were 
installed as part of a temporary under drain system. Heavy 
rains were found to tax the system causing water to back up 
onto an I-10 temporary access road. A Holland Pump PT6 
TMS fitted with factory installed float switches and the 
Holland Automated Notification System (HANS) were used to 
perform the bypass.  

A Perfect Application for HANS
HANS has the ability  to notify customers via text messaging to 
a cell phone and is unique to Holland Pump. In this application 
HANS has been instructed to turn on when it rains to keep the 
roads from flooding. Floats were installed in the manhole and 
set up to turn on at high water and to turn off at low water. The 
float switch also adds fuel savings as they only turn on when 
needed. The HANS system eliminates the need to have 
someone physically go to the pump and turn it on every time 
there is an unpredictable storm. 

An emergency float switch was also installed in case the high 
water float does not work. The emergency float came in handy 
when a worker forgot to replace the high water float during  a 
maintenance session, HANS notified the superintendent and 
the float was put back into the manhole. 

HANS will also send notification if one of the safety 
shutdowns such as the engine oil pressure or engine 
temperature shutdown occurs which indicates a problem.   
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Application Report
I-95 & I-10 interchange improvements in Jacksonville, Fla.

Equipment
PT6TMS Catch Basin/French Drain Overflow 
Standby

Archer Western and Holland Pump team up 
to prevent interstate flooding.
Archer Western Superintendent James O’Steen recently 
teamed up with Holland’s Jacksonville branch manager 
Jim Combs to prevent interstate flooding. Archer Western 
Contractors are a general contracting, construction 
management and design-build firm working on the I-95 and 
I-10 interchange improvements in Jacksonville, Florida.
Job Description
Long term plans for the I-95 and I-10 interchange call for 
a water retention pond to control storm water runoff. In 
the meantime Archer Western needed access to ongoing 
construction where the retention pond will eventually be 
located. 
To control the storm water run-off, French drains were 
installed as part of a temporary under drain system. Heavy 
rains were found to tax the system causing water to back 
up onto an I-10 temporary access road. A Holland Pump 
PT6 TMS fitted with factory installed float switches and the 
Holland Automated Notification System (HANS) were used to 
perform the bypass. 

A Perfect Application for HANS
HANS has the ability to notify customers via text messaging 
to a cell phone and is unique to Holland Pump. In this 
application HANS has been instructed to turn on when it rains 
to keep the roads from flooding. Floats were installed in the 
manhole and set up to turn on at high water and to turn off 
at low water. The float switch also adds fuel savings as they 
only turn on when needed. The HANS system eliminates the 
need to have someone physically go to the pump and turn it 
on every time there is an unpredictable storm.
An emergency float switch was also installed in case the 
high water float does not work. The emergency float came 
in handy when a worker forgot to replace the high water 
float during a maintenance session, HANS notified the 
superintendent and the float was put back into the manhole.
HANS will also send notification if one of the safety 
shutdowns such as the engine oil pressure or engine 
temperature shutdown occurs which indicates a problem.
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